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MICROPROCESSOR-BASED
DIGITAL ELECTRONIC
THERMOCONTROLLER

1 - INSTRUMENT DESCRIPTION

1.1 - GENERAL DESCRIPTION
TLZ 10 is a digital microprocessor based thermocontroller for Hea-
ting or Cooling applications and ON/OFF control mode. The instru-
ment has one relay output and one input for PTC or NTC tempera-
ture probes that can be configured. The instrument is equipped
with 4 programme keys, a 4-digit display and 1 LED signal. Other
important characteristics of the instrument are: programme pa-
rameters protection using personalised password, switching on and
off (stand-by) of the instrument using the “U” front key, configura-
tion of parameters via the KEY 01 device and the possibility of
power supply in the range 100 ... 240 VAC.

1.2 - FRONT PANEL DESCRIPTION
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1 - Key P : Used for setting the Set point and for programming the
function parameters
2 - Key DOWN : Used for decreasing the values to be set and for
selecting the parameters.
3 - Key UP : Used for increasing the value to be set and  for select-
ing the parameters.
4 - Key U : It can be programmed via the parameter “USrb” to turn-
ing on and off (stand-by) the device. In the “hidden” parameter pro-
gramming mode it’s used to modify the visibility of the parameters
(see par. 2.4).
5 - Led SET : Indicates the input in programming mode and the
programming level of the parameters. It also serves to indicate the
Stand-by status.

OPERATING INSTRUCTIONS

FOREWORD
This manual contains the information necessary for the product to
be installed correctly and also instructions for its maintenance and
use; we therefore recommend that the utmost attention is paid to
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6 - Led OUT : Indicates the control output status (or the tempera-
ture control device) on (on), off (off) or inhibited (flashing).

2 -  PROGRAMMING

2.1 - PROGRAMMING OF THE SET POINT
Press the key P then release it and the display will show SP alter-
nating with the set value.
To change it press the UP key to increase the value or DOWN to
decrease it. 
These keys increase or decrease the value one digit at a time, but
if the button is pressed for more than one second the value in-
crease or decreases rapidly, and after two seconds pressed, the
speed increases even more to all the desired valued to be reached
rapidly.
Exiting the Set mode is achieved by pressing the P key or auto-
matically if no key is pressed for 15 seconds. After that time the
display returns to the normal function mode.

2.2 - PARAMETERS PROGRAMMING
To access the instrument’s function parameters, press the key P
and keep it pressed for about 5 seconds, after which the SET led
will light up, the display will visualised the code that identifies the
first parameter. 
Using the UP and DOWN keys, the desired parameter can be se-
lected and pressing the P key, the display will alternately show the
parameter code and its setting that can be changed with the UP
and DOWN  keys.
Once the desired value has been set, press the key P again: the
new value will be memorised and the display will show only the
code of the selected parameter. 
Pressing the UP and DOWN  keys, it is possible to select another
parameter and change it as described. 
To exit the programming mode, do not press any key for about 20
seconds, or keep the UP or DOWN key pressed until it exits the
programming mode.

2.3 - PARAMETER PROTECTION USING THE PASSWORD
The instrument has a parameter protection function using a pass-
word that can be personalised, through the  “PASS” parameter.
If one wishes to have this protection, set the password number de-
sired in the parameter “PASS”.
When the protection is working, press the P key to access the pa-
rameters and keep it press for about 5 seconds, after which the
LED SET will flash and the display will show “0” .
At this point, using the  UP and DOWN  keys, set the password
number programmed and press the key "P".
If the password is correct, the display will visualise the code that
identifies the first parameter and it will be possible to programme
the instrument in the same ways described in the previous section.
Protection using a password can be disabled by setting the pa-
rameter “PASS” = OFF.

2.4 - PARAMETERS PROGRAMMING LEVELS
The instrument has two parameter programming levels.
The first level (“visible” parameters) is accessed according to the
procedure described above (with or without password request)
while the second level (“hidden” password) can be accessed ac-
cording to the following procedure.
Remove the power supply to the instrument, press the key P and
return power to the instrument, keeping the key pressed.
After about 5 sec. the SET led will light up, the display will show the
code that identifies the first parameter and it will be possible to set
the parameters of the instrument using the same programming pro-
cedure described previously.
Once the parameter has been selected and the SET is on, it means
that the parameter can be programmed even on the first level ("visi-
ble”). 
If the LED is off it means that the parameter can only be pro-
grammed on this level (i.e. “hidden”).
To change the visibility of the parameter, press the key U: the led
SET will change status, indicating the accessibility level of the pa-
rameter (on = parameter “visible”; off = parameter “hidden”).

The access procedure for “hidden” parameters allows the “PASS”
parameter to be checked and changed, and is useful therefore if
the password set  has been forgotten.

2.5 - ON / STAND-BY FUNCTION
The instrument, once powered up, can assume 2 different
conditions:
- ON : means that the controller uses the control functions.
- STAND-BY : means that the controller does not use any control
function and the display is turned off except for the green SET led.
If there is no power, and then power returns, the system always
sets itself in the condition it was in before the black-out.
The ON/Stand-by function can be selected using the key U if the
parameter "USrb" = 1 (see par. 4.4)

3 - INFORMATION ON INSTALLATION AND USE

3.1 - PERMITTED USE
The instrument has been projected and manufactu-
red as a measuring and control device to be used
according to EN61010-1 for the altitudes operation
until 2000 ms. The use of the instrument for appli-
cations not expressly permitted by the above men-

tioned rule must adopt all the necessary protective measures. The
instrument CANNOT be used in dangerous environments (flam-
mable or explosive) without adequate protection. The installer must
ensure that EMC rules are respected, also after the instrument in-
stallation, if necessary using proper filters. Whenever a failure or a
malfunction of the device may cause dangerous situations for per-
sons, thing or animals, please remember that the plant has to be
equipped with additional devices which will guarantee safety.

3.2 - MECHANICAL MOUNTING
The instrument, in case 33 x 75 mm, is designed for flush-in panel
mounting. Make a hole 29 x 71 mm and insert the instrument, fixing
it with the provided special bracket. We recommend that the gasket
is mounted in order to obtain the front protection degree as de-
clared. Avoid placing the instrument in environments with very high
humidity levels or dirt that may create condensation or introduction
of conductive substances into the instrument. Ensure adequate
ventilation to the instrument and avoid installation in containers that
house devices which may overheat or which may cause the instru-
ment to function at a higher temperature than the one permitted
and declared. Connect the instrument as far away as possible from
sources of electromagnetic disturbances such as motors, power re-
lays, relays, solenoid valves, etc.

3.3 - ELECTRICAL CONNECTION
Carry out the electrical wiring by connecting only one wire to each
terminal, according to the following diagram, checking that the
power supply is the same as that indicated on the instrument and
that the load current absorption is no higher than the maximum
electricity current permitted. 
As the instrument is built-in equipment with permanent connection
inside housing, it is not equipped with either switches or internal
devices to protect against overload of current: the installation will
include an overload protection and a two-phase circuit-breaker, pla-
ced as near as possible to the instrument, and located in a position
that can easily be reached by the user and marked as instrument
disconnecting device which interrupts the power supply to the
equipment.
It is also recommended that the supply of all the electrical circuits
connected to the instrument must be protect properly, using devi-
ces (ex. fuses) proportionate to the circulating currents. 
It is strongly recommended that cables with proper insulation, ac-
cording to the working voltages and  temperatures, be used. 
Furthermore, the input cable of the probe has to be kept separate
from line voltage wiring. If the input cable of the probe is screened,
it has to be connected to the ground with only one side. 
Whether the instrument is 12 V version it’s recommended to use an
external transformer TCTR, or with equivalent features, and to use
only one transformer for each instrument because there is no insu-
lation between supply and input.



We recommend that a check should be made that the parameters
are those desired and that the application functions correctly before
connecting the outputs to the actuators so as to avoid malfunctio-
ning that may cause irregularities in the plant that could cause da-
mage to people, things or animals.
Tecnologic S.p.A. and its legal representatives do not assume
any responsibility for any damage to people, things or animals
deriving from violation, wrong or improper use or in any case
not in compliance with the instrument’s features.

3.4 - ELECTRICAL WIRING DIAGRAM

SUPPLY PTC-NTC

21

TLZ 10
CNCNO

OUT

53 4 76

SPDT 16A-AC1

NO C
SPST-NO 16A-AC1

INPUT

108 9 1211

PROBE

4 - FUNCTIONS

4.1 - MEASURING AND VISUALIZATION
Via the parameter “SEnS” it is possible to select the type of probes
that one wishes to use and which can be: thermistores PTC
KTY81-121 (Ptc) or NTC 103AT-2 (ntc).
Once the type of probe used has been selected, through the pa-
rameter “Unit”,  it is possible to select the temperature unit of
measurement (°C or °F) and, through the  parameter “dP”, the
resolution of the desired measurement (OFF=1°; On =0,1°).
The instrument allows the measuring to be calibrated, that can be
used for re-calibrating the instrument according to application
needs, through the parameters “OFS”.
Using the parameter “FiL”, it is possible to set the time constant
for the software filter for measuring the input values to be able to
reduce the sensitivity to measurement disturbances (increasing the
time).

4.2 - TEMPERATURE CONTROL
The regulation of the instrument is ON/OFF and acts on the output
“OUT” depending on the measuring of probe, of the Set Point
“SP”, the intervention differential “HSEt” and the function mode
“Func” .
Depending on the function mode programmed on the parameter
“Func” the differential is automatically considered by the regulator
with positive values for a Refrigeration control (“Func”=CooL) or
with negative values for a heating control  (“Func”=HEAt).

OUT

SP

Temp.

off

ON

HEAt

OUT

time

HSEt

SP

Temp.

HSEt

time

CooL

ON ONON ON ON

offoff off

In the event of probe error, it is possible to set the instrument so
that that the output “OUT” continues to work in cycles according to
the times programmed in the parameter  “tonE” (activation time)
and “toFE” (deactivation time).
If an error occurs on the probe the instrument activates the output
for the time “tonE”, then deactivates it for the time “toFE” and so on
whilst the error remains.

Programming “tonE” = OFF lthe output in probe error condition will
remain switched off.
Programming instead “tonE” to any value and “toFE” = OFF the
output in probe error condition will remain switched on.
Remember that the temperature regulation function can be condi-
tioned by the “Compressor Protection” function described below.

4.3 - COMPRESSOR PROTECTION FUNCTION AND DELAY AT
POWER-ON
The function “Compressor Protection” carried out by the machine
aims to avoid close start ups of the compressor controlled by the
instrument in cooling applications.
This function foresees a time control on the switching on of the
“OUT” output associated with the temperature regulation request.
The protection consists of preventing the output being switched on
during the time set in the parameter “PtC” and counted depending
on what has been programmed in the parameter “PSC”, and there-
fore that any activation occurs only after the “PtC” time has
finished.
If during the power on delay phase, the regulator request should
disappear, due to an inhibition caused by the compressor protec-
tion function, the foreseen start up of the output is naturally can-
celled. 
Using the parameter "PSC", it is possible to set the type of com-
pressor protection and therefore from when the inhibition time “PtC”
must start.
The parameter “PSC”  can be set as:
= 1 : Power on delay
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O U T
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= 3 : Delay between power on phases.
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The function is disabled by programming “PtC” = 0.
During the power on delay phases of the  OUT output by inhibiting
the function “Compressor Protection”  the led OUT flashes.
It is also possible to prevent activation of the output after the instru-
ment is turned on, for the time set in the parameter “od”.
The function is disabled by “od” = OFF.
During the power on delay phase, the display shows the indication
od, alternating with the normal programmed visualisation.

4.4 - FUNCTIONING OF KEY “U”
The U key function can be defined by the parameter “USrb” and
can be configured for the following functions:

 



= OFF - The key U carries out no function.
= 1 - Pressing the key for at least 1 second, it is possible to switch
the instrument from the ON status to Stand-by status and vice
versa.

4.7 - PARAMETERS CONFIGURATION BY “KEY01”
The instrument is equipped with a connector that allows the trans-
fer from and toward the instrument of the functioning parameters
through the device TECNOLOGIC KEY01 with 5 poles connector.
This device it’s mainly useable for the serial programming of the in-
struments which need to have the same parameters configuration
or to keep a copy of the programming of an instrument and allow its
rapid retransmission.
To use the device KEY01 it’s necessary that the device or instru-
ment are being supplied.
Instrument supplied and device not supplied

SUPPLY

Instrument supplied from the device

SUPPLY ADAPTER

12 VDC AC SUPPLY 

To transfer the configuration of an instrument into the device (UP-
LOAD) it is necessary to proceed in the following way:  
1) position both dip switch of KEY 01 in the OFF mode.  
2) connect the device to the instrument TLZ plugging the special
connector.  
3) verify that the instrument or the device are supplied 
4) observe the indication led on the device KEY 01: if it results
green this means that a configuration is already loaded on the de-
vice while if it results green blinking or red blinking this means that
it has not been loaded any valid configuration on the device .  
5) press the button placed on the device.  
6) observe the indication led : after having pressed the button, the
led becomes red and therefore, at the end of the data transfer, it
becomes green.  
7) now it is possible to disconnect the device.
To transfer the configuration loaded on the device onto an instru-
ment of the same family (DOWNLOAD), it is necessary to proceed
in the following way:  
1) position both dip switch of KEY 01 in the ON mode.  
2) connect the device to an instrument TLz having the same fea-
tures of the one from which has been downloaded the desired con-
figuration,   plugging the special connector.  
3) verify that the instrument or the device are supplied 
4) observe the indication led on the device KEY 01: it has to result
green, because if the led results green blinking or red blinking, this
means that on the device it has not been downloaded any valid
configuration and therefore it’s useless to continue.
5) if the les results green, press the button placed on the device.  
6) observe the indication led : after having pressed the button, the
led becomes red and therefore, at the end of the data transfer, it
becomes green.  
7) now it is possible to disconnect the device.
For additional info, please have a look at the KEY01 instruction
manual.

5 - PROGRAMMABLE PARAMETERS TABLE

Here below is a description of all the parameters available on the
instrument. Some of them may not   be present, either due to the
fact they  depend on the type of instrument or because they are
automatically disabled as unnecessary.

0.0SPLL ÷ SPHLSet Point SP17

OFFOFF ÷ 9999Access Password to
parameter functions

PASS16

OFFOFF / 1Function mode key U:
OFF= No Function
1= ON/STAND-BY

USrb15

OFFOFF ÷ 99.59
min.sec

Delay at power onod14

OFFOFF ÷ 99.59  
min.sec

Compressor protection
time

PtC13

11 - 2 - 3Type of compressor
protection:
1= delay at switch on
2= delay after switch off
3= delay between starts

PSC12

CooLHEAt - CooLFunction mode output
OUT

Func11

OFFOFF ÷ 99.59
min.sec

Deactivation  time out-
put OUT for probe  
broken

toFE10

OFFOFF ÷ 99.59
min.sec

Activation time output
OUT for probe  broken

tonE9

2.00.0 ÷ 30.0
°C/°F

DifferentialHSEt8

2.0OFF ÷ 20.0
sec

Measurement filterFiL7
OnOn - OFFDecimal pointdP6
°C°C - °FUnit of measurementUnit5

0.0-30.0 ÷ 30.0
°C/°F

Probe  CalibrationOFS4
PtcPtc - ntcProbe TypeSEnS3

100.0SPLL ÷ 302.0Maximum Set Point SPHL2
-50.0-58.0 ÷ SPHLMinimum Set Point SPLL1

NoteDef.RangeDescriptionPar.

6 - PROBLEMS, MAINTENANCE AND GUARANTEE

6.1 - SIGNALLING
Error Signalling:

Check and if necessary re-
programme the parame-
ters function.

Internal memory errorEEPr

Check the correct connec-
tion of the probe with the
instrument and check the
probe works correctly

The probe may be inter-
rupted or in short circuit,
or may measure a value
outside the range
allowed

E1
-E1

Action ReasonError

In probe error status, the output OUT behaves as set by the pa-
rameters “tonE” and “toFE”.
Other Signalling:

Delay in switching on in progressod
ReasonMessage

6.2 - CLEANING
We recommend  cleaning of the instrument with a slightly wet cloth
using water and not abrasive cleaners or solvents which may dam-
age the instrument.

6.3 - GUARANTEE AND REPAIRS
The instrument is under warranty against manufacturing flaws or
faulty material, that are found within 12 months from delivery date. 
The guarantee is limited to repairs or to the replacement of the in-
strument. 



The eventual opening of the housing, the violation of the instrument
or the improper use and installation of the product will bring about
the immediate withdrawal of the warranty’s effects. 
In the event of a faulty instrument, either within the period of war-
ranty, or further to its expiry, please contact our sales department
to obtain  authorisation for sending the instrument to our company. 
The faulty product must be shipped to TECNOLOGIC with a de-
tailed description of the faults found, without any fees or charge for
Tecnologic, except in the event of alternative agreements.

7 - TECHNICAL DATA

7.1 - ELECTRICAL DATA
Power supply: 12 VAC/VDC, 24 VAC/VDC, 100..240 VAC +/- 10%
Frequency AC: 50/60 Hz
Power consumption: 3 VA approx.
Input/s: 1 input for temperature probes: PTC (KTY 81-121, 990 Ω
@ 25 °C) or  NTC (103AT-2, 10KΩ @ 25 °C)
Output/s: 1 relay output: OUT SPST-NO (16A-AC1, 6A-AC3 250
VAC) or SPDT 16A-AC1, 6A-AC3 250 VAC) 
Electrical life for relay outputs: OUT SPST-NO: 100000 op. ; SPDT:
50000 op. (om. VDE)
Installation category:  II
Measurement category:  I
Protection class against electric shock:   Class II  for Front panel
Insulation:  Reinforced insulation between the low voltage part
(supply H type and relay outputs) and front panel; Reinforced insu-
lation between the low voltage section (supply type H and relay out-
puts) and the extra low voltage section (inputs); Reinforced betwe-
en supply and relay outputs; No insulation between supply F type
and inputs.

7.2 - MECHANICAL DATA
Housing: Self-extinguishing plastic, UL 94 V0
Dimensions: 33 x 75 mm, depth 64 mm
Weight: 115 g approx.
Mounting: Flush in panel in 29 x 71  mm hole
Connections:  2,5 mm2 screw terminals block
Degree of front panel protection : IP 65 mounted in panel with
gasket
Pollution situation: 2
Operating temperature:  0 ... 50 °C
Operating humidity: 30 ... 95 RH% without condensation
Storage temperature: -10 ... +60 °C

7.3 – MECHANICAL DIMENSIONS, PANEL CUT-OUT AND
MOUNTING [mm]
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7.4 - FUNCTIONAL FEATURES
Temperature Control: ON/OFF mode
Measurement range: PTC: -50...150 °C / -58 ... 302 °F; 
NTC: -50...109 °C / -58...228 °F
Display resolution: 1 ° or 0,1°
Overall accuracy: +/- 0,5 % fs 
Sampling rate: 130 ms.
Display: 4 Digit  Red h 12 mm
Compliance: ECC directive EMC 89/336 (EN 61326), ECC directive
LV 73/23 and 93/68 (EN 61010-1)

7.5 - INSTRUMENT ORDERING CODE

TLZ 10  a b cc d

a : POWER SUPPLY
H = 100...240 VAC
L = 24 VAC/VDC
F = 12 VAC/VDC

b : OUTPUT OUT TYPE
S = Relay SPDT 16A-AC1
R = Relay SPST-NO 16A-AC1

cc : SPECIAL CODES

d : SPECIAL VERSIONS
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Temperature Chart Recorder
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Product Specifications
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Product Specifications

User Selectable 
Temperature Ranges

8 User Selectable Temperature Ranges: 0 to -100°F/C, 0 to -50°F/C, -50 to 
+50°F/C, 0 to +50°F/C, 50 to 100°F/C, 0 to 100°F/C, 0 to 250°F/C, 0 to 
500°F (CHARTS SOLD SEPARATELY)

Remote Temperature 
Accuracy

±.5% of chart range and ±1.8°F (±1°C) Recorder Only

Remote Sensor Standard 4 ft.K-Thermocouple Beadwire Probe with Mini Connector (other 
K-TC probes available - see Accessories)

Ambient Operating 
Conditions

Recorder Only: +32 to +122°F (0 to +50°C) 0 to 95% (non-condensing) 
Probe Only: -300 to 2000°F (-184 to 1093°C)

Power Source 120V 50/60Hz AC adapter

Power Cord 6’ (2 meters)

Power Status Indicator LED Indicator

Battery Backup 9V battery backup powers unit for up to 3 days

Battery Life (Avg) 72 Hours (Backup Only)

Keypad Functions Power On/Off, Pen Home, Alarm

Display Type 
(KT622/23/25)

LCD, 3.5 digit, 3.3V

Display Dimensions 
(KT622/23/25)

.59” x 1.18” (15mm x 30mm)

Remote Probe 
Dimensions 

K-type bead wire with mini connector; Cable Length: 4’ (121cm); extension 
cables available

Chart Size (Diameter) 6”

Recording Times 24-Hour7-Day

Response Time 30 Seconds at 63% of full scale

Resolution 0.1° resolution -9.9° to 199.9°; 1° resolution above 199° and below -9.9°

Alarm (KT623/25) Audio/Visual on High/Low Temp Limits

Relay Type SPST, 24VDC, 0.5A, NO/NC - Relay does not function while unit is on 
battery power.

Relay Connection Spade Lugs, Male 0.25” - One Relay per Channel

Enclosure Rugged Black ABS Case, Polycarbonate Door, Aluminum Dial

Dimensions (Inches/cm) 7.56” x 7.56” x 3.25”19.2cm x 19.2cm x 8.3cm

Weight 2.16 lbs 979.7g

IP Rating IP21
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Quick Start

Your recorder has been preset to operate using the most popular settings.   
Recording Time: 7 day 
Temperature Range: 0 to +100°F 
To change the range and recording time, please reference Dip Switch Set-Up in this manual.  

Remove the protective pen cap. 

Insert 9V battery and plug in AC adapter.  (see figure 3) (Unit will power on)

The instrument will move pen to the appropriate readings. 

Install the chart that matches the Dip Switch settings you have selected.   
 a. Press the PEN HOME key to move the pen to the outside of the chart.  The pen is automatically   
  raised off the chart. 
 b. Remove the old chart, place the new chart on the Chart Hub – being certain that the edge of the  
  chart slides under the Chart Guide Clips located at the outside of the chart.

Set the appropriate time. There are two ways to adjust the chart and set the appropriate time: 
 a. Set the chart time manually by inserting a coin into the groove in the chart hub and turning 
  clockwise until the correct hour (and day if applicable) on the chart is referenced to the timing   
  arrow (just to the right of the pen tip on the dial). 
 b. (This feature should be used for fine adjustments only) To adjust the chart time, press and hold   
  ADJUST-UP and ADJUST-DOWN buttons located on the back of the unit next to the dip switch 
  (see figure 3). The green LED will blink rapidly for about five seconds, then the LED will remain 
  solid green  While in this state ADJUST-UP button will move the chart backward (counter   
  clockwise) and ADJUST-DOWN button will move the chart forward (clockwise). Rotate the chart 
  until the correct hour (and day if applicable) on the chart is referenced to the timing arrow. Once  
  you have set your chart, press the PEN HOME button to exit Chart Adjust Mode. The unit will   
  take one minute to exit Chart Adjust Mode once PEN HOME is pressed.

Press PEN HOME to move the pen back onto the chart.

Place the KT6 recorder on a flat vibration-free surface. Be sure it is in a vertical position and level.    
For best performance and longevity, the location should be a clean environment, free from dust   
and corrosive fumes.  Do not exceed temperature specifications.

Wall Mount: Keyhole slots are provided on the KT6 recorder for wall mounting.

Display Symbols (KT622/623/25)

Button Operations

0N/OFF
The On/Off key turns the unit on and off.

PEN HOME
If the pen is located on the outside edge of the chart, press the PEN HOME to move pen to recording 
position.  If the pen is located on the chart, press the PEN HOME key to move the pen to the outside edge of 
the chart.  
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PEN HOME
If the pen(s) are located on the outside edge of the chart, press the PEN HOME to move pen(s) to recording 
position.  If the pen(s) are located on the chart, press the PEN HOME key to move the pen(s) to the outside 
edge of the chart. 

ALARM – (KT623/25)
To set the alarm, make sure unit is on and press and hold the ALARM button. The LED will blink red 
rapidly for about five seconds, then the LED will turn solid green. Release the ALARM button and the 
LED will turn solid red. At this point the display will show the following: ON or OFF.

Pressing either the ADJUST-UP or ADJUST-DOWN buttons, located on the back of the unit next to the   
dip switch, will toggle the alarm on or off. 

Pressing PEN HOME will scroll to the next alarm option. The options are as follows: 
 a.  alarm on or off 
 b.  pen 1 alarm min 
 c.  pen 1 alarm max

In order to set pen alarm minimums and maximums, pressing ADJUST-UP will increase the alarm value, 
and pressing ADJUST-DOWN will decrease the alarm value.  There is acceleration if the ADJUST-UP 
button is held down. Repetitively pressing the PEN HOME button will scroll through the five options 
until the alarm button is pressed to exit from alarm adjust. Each press of the PEN HOME or ALARM 
button will store the new settings. The unit will take one minute to exit Alarm Set Mode once the 
ALARM button is pressed. 

If the alarm is triggered, the LED will show as solid red and the alarm will sound. Press the ALARM 
button to silence Audible Alarm.

Alarm Relays
The SPST 24V 500mA relay contacts are normally open and will close on alarm conditions when the alarms 
are enabled.  Relay contacts are always functional when the alarm is enabled.  The relay will close only 
during minimum and maximum alarm conditions.  
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Dip Switch Set-Up
To set-up the KT6 recorder for your specific 
application, you might need to change some of the 
Dip Switches. The Dip Switches are located on the 
back of the unit (figure 3). Use a pen or small screw 
driver to flip the switches. Remember to install 
correct chart to match corresponding 

1 2 3 4 5 6 7 8

Slide toggle up for on position.

Slide toggle down for off position.

Dip Switch 1, 
7 & 8 are not 
active on this 

recorder.

Dip Switches for ranges

Recording Time
The KT6 recorder has two different recording time 
options

24 hour #2 up

7 day #2 down

°F/C
You can record in °F or °C with the KT6 by using 
dip switch #3.

°F #3 down

°C #3 up

Temperature Range
KT6 dip switches for ranges

0 to +100°F/C 
#4 down 
#5 down 
#6 down

-50 to 0°F/C 
#4 down 
#5 down 

#6 up

-100 to 0°F 
#4 down 

#5 up 
#6 up

-50 to +50°F/C 
#4 up 

#5 down 
#6 down

0 to +50°F/C 
#4 down 

#5 up 
#6 down

+50 to +100°F/C 
#4 up 
#5 up 
#6 up

0 to +500°F 
#4 up 
#5 up 

#6 down

0 to +250°F/C 
#4 up 

#5 down 
#6 up

5 6

D D
D U
U U
U D
U U
U D
D U
D D

 Dip Switch Settings: 
Up = On; Down = Off

     
Remember to install the correct chart for your range

7 Day
Switches 2-6 For Model 2 3 4

D
U

D
U

D
D
D
D
U
U
U
U

All Models
All Models
All Models
All Models
All Models
All Models
All Models
All Models
All Models
All Models
All Models
All Models

24 Hour
Fahrenheit

Celsius
0 to +100°F/C
-50 to 0°F/C

-100 to 0°F/C
0 to +50°F/C

+50 to +100°F/C
0 to +500°F

0 to +250°F/C
-50 to +50°F/C

#25202



Charts 
Temperature Range 24 hour Charts 7 day Charts 
-50 to +50˚F/C C652 C651
0 to ±50˚F/C C654 C653
50 to +100˚F/C C656 C655
0 to ±100˚F/C C658 C657
0 to +250˚F/C C660 C659
0 to +500˚F C662 C661

Accessories 
Description Order Number

NIST Traceable Calibration 3-pt. (new unit) N300

NIST Traceable Calibration 1-pt. (new unit) N100

A2LA Accredited Calibration 3-pt. (new unit) N400

Pens (6 red P222

Universal International AC Adapter R065

Calibration
Your instrument was carefully tested and calibrated before being shipped from the factory. For greatest ac-
curacy, we recommend factory re-calibration every 6-12 months.  
If you wish to do calibration yourself, follow these procedures. 

To activate calibration mode, turn the unit on and press and hold both the On/Off button and the Adjust- 
 Up button (making sure to press the Adjust-Up button first so the unit will not turn off).  The led will   
 blink in amber rapidly for about five seconds, and turn solid green.  Release the On/Off button and the  
 Adjust-Up button, the led will then blink amber at which point only the pen being adjusted will show on   
 the display.  

To raise the unit of measurement, press the Adjust-Down button.  To lower the unit of measurement,   
 press the Adjust-Up button.  Pen home switches between the red and blue pens on a two pen unit and 
 stores the current adjustment value.  

When calibration is complete, press the On/Off button.  Calibration is stored in memory even after you   
 turn the unit off.  User calibration information will not be lost if AC power fails.

Note:  After two hours, if no buttons are pressed, the unit will time out of user calibration and resume 
 normal operation.  The user calibration is stored separately from the factory calibration.  If you wish   
 to cancel out your user calibration, simply enter calibration mode and toggle through the steps without 
 adjusting displayed readings.  Exit by pressing the On/Off button.  You have now restored factory   
 calibration.

Note: It is recommended that you use a controlled chamber when calibrating temperature and humidity. 
Calibrating in an open room is not recommended as humidity can vary greatly within a very small area.
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Calibration Services - New Units
N100 - NIST Traceable Calibration 1-Point: Includes documentation to one  pre-selected point 
on new units only.

N300 - NIST Traceable Calibration 3-Point: Includes documentation of three  pre-selected 
points (a high, medium, and low) on new units only. 

N400 - Deluxe A2LA Accredited NIST Traceable Calibration 3-Point: ISO Guide 25/A2LA 
Documentation of 3 pre-selected points of as found data before and after calibration for  
temperature and/or humidity instrumentation on new units only.

N995 - NIST User Selected Temperature Points: Documentation of one customer specified point. 
Should be selected in addition to one of the above calibration options. 

The Importance and Benefits of Regular Calibrations 
Once you begin to use your precision  instrumentation, regular calibrations are necessary to ensure 
accurate readings.

The following Calibration Services are available:

N150 - NIST Traceable Calibration 1-Point: Includes documentation to one pre-selected point 
after re-calibration.

N350 - NIST Traceable Calibration 3-Point: Includes documentation of three pre-selected 
points (a high, medium, and low) after re-calibration. 

N450 - Deluxe A2LA Accredited NIST Traceable Calibration 3-Point: ISO Guide 25/A2LA 
Documentation of 3 pre-selected points of as found data before and after calibration for  
temperature and/or humidity instrumentation. 

N995 - NIST User Selected Temperature Points: Documentation of one customer specified point. 
Should be selected in addition to one of the above calibration options. 

Why should I recalibrate my instrumentation?  
Over time dirt, dust and normal handling can throw your precision instrumentation out of calibration. 
Regular calibrations ensure that you receive the most accurate readings possible. 

How often should I recalibrate my instrumentation?  
Depending on the environment your instrument is used in and how often it is handled you will want to 
recalibrate your instrument every 6 to 12 months. Instruments in environments where there are extreme 
temperatures, wide temperature ranges, humidity or pressure variations, high condensation, dirt, dust and 
other debris will require calibration at least every 6 months. Instruments that are frequently moved or in 
locations with heavy machinery that cause vibrations should also be calibrated at least every 6 months. 

Why should I return my instrument  for calibration?  
Calibrate your instrument at the factory using proprietary production/calibration software that 
guarantees proper calibration.
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